
Câmera IP Dome 1080P OT-

4002-CI 

 

 

Feature: 

Max resolution: 1920×1080, output Real-time Full HD 1080P image  

• 1/2.7" Progressive Scan CMOS. 

• Built-in fixed lens, , 6mm  

• IR distance 15m 

• H.264 video compression, dual streaming, low bandwidth, and high quality.  

• Support privacy mask  

• Support motion detection, network fault detection and alarm video, image snapping  



• Built-in Web server enables the use of a standard Web browser for viewing and 

management. 

Technicals: 

Model OT-4002-CI 

Camera 

sensor 1/2.7""  2 Mega pixel CMOS 

Resolutions 1920*1080 

Mini illumination  Color:0.2Lux @F1.2 

Electronic shutter Auto electronic shutter 

Lens          6mm  

WDR ＞100dB 

Video compression  

Video 

compression 
H.264 

Video output 

rate 
128K～4Mbps 

Video 

Video 

resolutions 

Main stream：1920(H）× 1080（V） 

The second stream：1280*720，640*480，320*240 

Frame rate 
Main stream：1～25fps 

The second stream：1～30fps 

Function 

Motion 

detection 
support 

Dual stream support 

Protocols 
TCP/IP，HTTP，DHCP，DNS，DDNS，RTP/RTCP，RTSP，PPPo

E，SMTP 

Port 

Communication 

port 
1个10/100M  RJ45 port  

Physicals 

Working 

temperature 
-10℃～55℃ 

voltage 12V/2.0A 

Power 

consumption 
5W MAX 

 


